& ORIGINALANLEITUNG 2/3 Montage- und Nutzungsregeln °
ORIGINAL INSTRUCTIONS 2/3 Installation and user manual ’ FAK Ro

 EREDETI HASZNALATI UTMUTATO 2/3 Felszerelési és hasznélati el6irasok

™ INSTRUKCJA ORYGINALNA 2/3 Zasady montazu i uzytkowania

AN

(o)}

<o}

~

“’ AMZ Electro 230

m i

N

E

f

~

oa)

[an)

o

ol

xl

=)

[

>

=

=

o~

=~

o

o Before installation, It s compulsory fo read
~ the NCONC ,ORIGINAL INSTRUCTIONS 2/3
g _ Installation and user manual”.

= Remove the safety catch under the cassette.

2 | Lockthesash with the catch.
3,3a, | Select the mounting base depending on the
3b,3¢ window hood type and then fix it using the

d screws included in the awning installation kit.
Check whether the window is equipped with an
opening for the power cable for the accessory. |
Make an opening in the hood and then place a
rubber cable penetration.
Slide the power cable into the opening.

~o| » o~

Place the awning cassette on the mounting
base.
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FTP-V, FTU-V, FTW-V, FPP-V, FTS,
FTS-V, FTT, PTP-V, PPP-V, PTP
















FTS, FTS-V, FTP, FTP-V, FYP, FYP-V FTS, FTS-V, FTP, FTP-V, FYP, FYP-V
FTT, FDY-V, FPP preSelect 2 FTT, FDY-V, FPP preSelect
PTP, PTP-V, PYP, PYP-V PTP, PTP-V, PYP, PYP-V
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